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InfoScope : Link from Real World to Digital Information Space 

I Haritaoglu - Ubicomp, 2001 - springerlink.com 

... Digital Camera) attached personal digital organizer ... Windows Pocket 3.0 OS, wireless 
connection through GSMmodem ... describe scene text translation application in ... 

Cited by 10 • Web Search - portal.acrn.org 

SnapToTell: Ubiquitous Information Access from Camera 

JH Lim v JP Chevaliet, SN Merah Mobile HCI International Workshop on Mobile and Ubiquitous .... 2004 www- 
mrim.imag.fr 

... First, using local wireless connection during development and testing allows us ... Media 
API) 1.1 to interface with the camera and WMA (Wireless Messaging API ... 
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Wearable intelligence 
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A Smailagic, D Siewiorek - IBM Systems Journal, 1999 --www-2.cs.cmu.edu 

... input capability except for the video camera and associated ... TIA-P has supported speech 

translation demonstrations, human intelligence data ... Wireless Connection ... 

Cited by. 4 •- Vjew as.HXML - Web Search - cs t cmu ; edu - \y^.r^m,^MWM^Mu jBB*£mu t iBdM - Ail .6 versions ». 

BLUETOOTH WIRELESS TECHNOLOGY BY ONLINE LEARNING 

D Dent - ieeexplore.ieee.org 

... Requires a broadband Internet connection; Requires Real ... the challenge to deliver 
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The Wired/Wireless. Instant Access. Data, and Media Trial at IEEE NOMS 2000 

NF TRIAL - IEEE Communications Magazine, 2000 - ieeexpiore.ieeaorg 

... screens were scanned by the video camera, These and ... wired access, WaveLan base stations 
for wireless access, a ... router with Ti interface for connection to the ... 
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